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MOON series round Archirectural ceiling light
Moon 350dia 3600lm 

Project:
Location:

Description: Fixture Ref.:
Quantity:
Remarks:

Picture:

Specifications:
Indoor/Outdoor Indoor

Product No.: MN350
Input Voltage:  220‐240Vac  / 50‐60 Hz

System Power: 30W 

Type of light source: SMD  LED Bridgelux

Color Rendering(CRI): Ra 90  SDCM<3

CCT: 3000K / 4000K

System Lumen: 3600 lm

System Efficacy: 120 lm/W

Light Distribution: Direct   /   Direc‐ indirect lighting

Beam Angle: 120° Line Drawings:
UGR (4H 8H): UGR<19

IP Rating: IP20

Color:

Luminaire Lifetime: 50.000h（L80B50, Ta25°C）

Working Temperature: ‐5 ~  +30 °C

Material:

Electrical Class II

Photobiological Safety: Risk Group 1

Dimming:

Mounting / Connection:
Mounting: Ceiling‐mounted or pendant, Indoor

Cut‐out: N/A

Connection: Screwless terminal block

Packaging Information:
N.W. Fixture (Kg)  Kgs

G.W. Carton  Kgs

Mater Carton Dimension: mm

Qty per Carton:  PCS

Photometrics
Please download from the website or consult the sales manager.

Ordering Information:

Company Model No. Product Type Wattage
Color

Rendering
CCT Installation

Dimming

Options

A       AMAZ LIGHT MN350   350mm D   Direct lighting 30W 8          80+ CRI C    Ceiling‐mounted F        ON‐OFF

ID  In‐Direct lighting 9          90+ CRI PA   Pendant Cable P       PHASE DIM

X            95+ CRI PB   Pendant rod V       1~10V DIM

D       DALI DIM

With its minimalist design and superb craftsmanship, the moon series of architectural

ceiling luminaire boasts an exquisite appearance imbued with rich texture. The fixture

features both direct and indirect lighting options, with an impressively low UGR value of

19 to minimize glare. It ensures no light leakage, constructed primarily from aluminum

profile and PC materials. Achieving a typical light efficacy of 120lm/w, it provides flicker‐

free illumination, available in non‐dimming and DALI dimming versions. Installation

options include surface‐mounted to the ceiling, cable pendant, or rod pendant

configurations, with dimensions ranging from 350mm to 1200mm.

RAL9016 White /  RAL9005 Black

Extruded aluminum + PC

ON‐OFF,  TRIAC,  1‐10V,  DALI

30        3000K

40        4000K

TW      Tunable White(2700K‐6500K)

3000K & 4000K Selectable

2700K & 3000K & 4000K Selectable

3000K & 4000K & 5000K Selectable

AMAZ light reserves the right to alter material, dimensions and characteristics without prior notice. Lighting technology changes rapidly.
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Model No.: Wattage Dimension Delivered lumen Installation

A‐MN350 30W 350*85 mm 3600 lm C‐   Ceiling mounted

30W 350*85 mm 3600 lm PA‐   Pendant Cable

30W 350*85 mm 3600 lm PB‐   Pendant Rod

A‐MN450 40W 450*85 mm 4800 lm C‐   Ceiling mounted

40W 450*85 mm 4800 lm PA‐   Pendant Cable

40W 450*85 mm 4800 lm PB‐   Pendant Rod

A‐MN600 50W 600*85 mm 6000 lm C‐   Ceiling mounted

50W 600*85 mm 6000 lm PA‐   Pendant Cable

50W 600*85 mm 6000 lm PB‐   Pendant Rod

A‐MN900 60W 900*85 mm 7200 lm C‐   Ceiling mounted

60W 900*85 mm 7200 lm PA‐   Pendant Cable

60W 900*85 mm 7200 lm PB‐   Pendant Rod

A‐MN1200 90W 1200*85 mm 10800 lm C‐   Ceiling mounted

90W 1200*85 mm 10800 lm PA‐   Pendant Cable

90W 1200*85 mm 10800 lm PB‐   Pendant Rod

Round shape collection

More Technical

Variants
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