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Project:
Location:

Description: Fixture Ref.:
Quantity:
Remarks:

Picture:

Specifications:
Indoor/Outdoor Indoor

Product No.: AIG2032R
Input Voltage:  12/24VDC

System Power: 2W 

Type of light source: CREE XPE / OSRAM 3030 white LEDs

Color Rendering(CRI): Ra 80 or Ra 90  SDCM<3

CCT: 2700K / 3000K / 4000K /6500K / R/G/B

System Lumen: 100 lm

System Efficacy: 50 lm/W

Light Distribution:

Beam Angle: 10°/15°/20°/30°/40°/60°/10*45°/25*45° Line Drawings:
UGR (4H 8H): /

IP Rating: IP67

Color:

Luminaire Lifetime: 50.000h（L80B50, Ta25°C）

Working Temperature: ‐5 ~  +30 °C

Material:

Electrical Class III

Photobiological Safety: Risk Group 1

Dimming:

Mounting / Connection:
Mounting: Recessed, Indoor

Cut‐out: 29.5 mm as per the mounting sleef

Power cable:

Packaging Information:
N.W. Fixture (Kg)

G.W. Carton

Mater Carton Dimension:

Qty per Carton:

Photometrics
Please download from the website or consult the sales manager.

Ordering Information:

Model No. Trim Shape Product Type
Bezel

Diameter
Wattage

Color

Rendering
CCT Beam Accessory

Dimming

Options

AIG2032R R         Round 33 2W 8          80+ CRI XNS        (10°） Honeycomb lovre F        ON‐OFF

AIG2042R S         Square F       Fixed 42 4W 9          90+ CRI NS          (15° /20°） Antiglare grille P       PHASE DIM

AIG2050R 50 5W MB          (30°） V       1~10V DIM

AIG2065R 65 7W MF          (40°） D       DALI DIM

AIG2080R 80 10W FL            (60°）

AIG2100R 100 15W

10*45°

25*45°

The EVO Series is available in six trim diameters Ø32 / 42 / 50 / 65 / 80 / 100 mm

and multiple trim styles (framed, trimless, walk-over, light-sector, square and
half-covered), the family covers outputs from 2 W to 15 W with CREE / Bridgelux

white LEDs (2200 – 6500 K), single-colour RGB, RGB-W, tunable-white and DMX-512
dynamic versions. Beams—including 10°, 12°, 15°, 24°, 36°, 55°, 60° and elliptical 10

×45° / 25×45° distributions—ensures accurate light placement for accent,

wall-washing or general ambience. IP67 sealing and quick-fit installation sleeves.

6063 Aluminum body & 316L#SUS

T=3.0mm glass

ON‐OFF,  TRIAC,  1‐10V,  DALI

0.5m H05RN‐F 2x1.0mm2

Outdoor Inground Light
EVO Series Inground LED Luminaires

G         Green

B         Blue

AMAZ reserves the right to alter material, dimensions and characteristics without prior notice. Lighting technology changes rapidly.

27        2700K

30        3000K

40        4000K

65        6500K

R          Red

Dark grey /  Coal ash finish to customize
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Lens type (standard) Lens+honeycomb Lens+grille Lens+silk print

Half covered type Diffuser Walk‐over Walk over+light sectors

Trimless+fosted glass Trimless+frosted+silk print Square bezel

Product Variants

Product Variants‐More sizes

AIG2032R AIG2042R AIG2050R

AIG2100RAIG2065R AIG2080R

https://amazlight.com/ sales@amazlight.com



 DATASHEET

Product Wiring

24VDC input

220Vac input

24VDC RGB input

24VDC DMX512 input
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